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Electricity conduits adopted are Typically:

@40 for street lightin

@80 for LV, (75108, 1?kV

@100/125 for HV, 33kV
Water conduit to be encased in lean mix
concrete if less than 150mm cover below
the bottom of box.
Non—corrosive metal indicator discs to be
placed in kerb over all conduits.
All depths are from Lip of Channel
Stormwater main to be at sufficient depth to
have a min. 150 clearance from other services.
Stormwater main may also be located under
Kerb & Channel when Catch Pits are used as
Access Chambers.
Electricity distribution may be located
alternatively on high side of street in lieu of low
side,provided it remains within the 900 wide joint
share Elec/Communications corridor.
Refer Energex standard drawings for alignment
and for details of joint use trench with
communications.

Alignment is subject to design. Street Lights,
Poles shall generally be located 1400 behind lip

of channel on verges exceeding 4m in width.
For Communication conduits,the following depths
apply:  Distribution Lines

- 450mm on verge

— 600mm under roads

Main Lines

- 600mm for verges & under roads

Sewer reticulation instead of Communications
and Water is located on the verge on the high
side of Type A and B streets ( Road Reserve
width 18 metres or less). The location is
1200 to 2000 in private property on all higher
order roads.

Al dimensions are in millimetres
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